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FDC-PA06A30S Specification                                     165mm6.5in
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30           Watts
165 Mm

91               dB

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

8                 ohm

75-10000     Hz
21 Oz
Copper
Kapton
25           mm   (1in)
75            Hz
7.5              Ohm
0.88
3.65
0.71
13.22
0.0136
1.6

cm
Litr

 8.65 Gram
5.69 TM

mm

Copper

2.5

165mm  6.5in
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Copper

3.4
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2

6.2

4.7



2

2

6.2

4.5



2

2

6.5

3

3000

6.8



2

2

6.2

3.7

250

Kapton

6.5

3.0



2

2



2

2

Kapton



2

2

5.8



2

2

Glassfiber

6.4

Glassfiber
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2

45

Glassfiber

45

40

40

Glassfiber
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PA-15G500A

PA-18G550A

Specification

Specification

380mm  15in

460mm  18in

500             Watts

550             Watts

393

460

Mm

Mm

96               dB

98               dB

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

8                 ohm

8                 ohm

43-4000     Hz

30-1300     Hz

126

126

Oz

Oz

Copper

Copper

Kapton

Glass Fiber

100             mm   (4in)

100             mm   (4in)

43               Hz

30               Hz

6.7              Ohm

5.6              Ohm

0.39

0.40

8.91

10.18

0.37

0.39

178.1

363.5

0.0855

0.1262

5

6.5

cm

cm

Litr

Litr

80.35

179.6

Gram

Gram

18.33

21.04

TM

TM

mm

mm

Glassfiber
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Specification                                  300mm  12in
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4500
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FDC-PA15F250A
250

Kapton

6.5

3.0



2

2
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2
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6.5

3.0



2
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Compression Driver

Specifications:

Specifications:

CP-26S

CT-345CS

Throat Diameter:                   
Mounting Type:                      
Nominal Impedance:             
Power Capacity:                     
Sensitivity(1 W/1M):              
Frequecny Range:                
Diaphragm Material:             
Voice Coil Diameter:             
Voice Coil Material:               
Flux Density:                           
Magnet:                                   
Overall Diameter x Depth:   
Net Weight:                             

Thr oat Diameter:                   
Mount ing Type :                      
Nom inal Impeda nce :             
Power  Capaci ty:                    
Sensi tivi ty(1W/1M):              
Freque cny Range:                 
Diaphr agm Mater ial :             
Voice Coi l Diameter:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magne t:                                   
Over al l Diameter x Dept h:   
Net Weight :                             

1 in (25m m)
Scr ew on 1 3/8 inch
8 Ohm
30 Watts RMS
108dB( mount ed on JC H-61 3 hor n)
1.5KH z - 20KHz
Phenol ic or Titani um
1 in(25. 4mm)
Round  & Ribbon  Aluminium Wire
1.7T
Stront ium Fer rite
80m m(3.15i n) x 68. 5mm(2.7in)
0.78Kg

1 in (25 mm)
Screw  on 1 3/8 inch or Bolt-on
8 Ohm
30 Watts RMS
106dB(mounted on JC H-61 3 horn)
1.2KHz - 20KHz
Titanium
1.35 in(34 .4mm)
Round & Ribbon Aluminium Wire
1.45T
Stron tium Ferr ite
90mm(3. 54in) x 62.5mm(2. 46in)
0.97Kg

24

Specifications:CT-348CS

Thr oat Diameter:                   
Mount ing Type :                      
Nom inal Impeda nce :             
Power  Capaci ty:                    
Sensi tivi ty(1W/1M):              
Freque cny Range:                 
Diaphr agm Mater ial :             
Voice Coi l Diameter:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magne t:                                   
Over al l Diameter x Dept h:   
Net Weight :                             

1 in (25 mm)
Screw  on 1 3/8 inch or Bolt-on
8 Ohm
50 Watts RMS
107dB(mounted on JC H-61 3 horn)
1.2KHz - 20KHz
Titanium
1.35 in(34 .4mm)
Round & Ribbon Aluminium Wire
1.65T
Stron tium Ferr ite
100mm(3. 94in) x 67.5mm(2. 66in)
1.38Kg



Compression Driver

Specifications:

Specifications:

FDCAUDIO

CT-445CS

CT-448CS

Thr oat Diameter:                   
Mount ing Type :                      
Nom inal Impeda nce :             
Power  Capaci ty:                    
Sensi tivi ty(1W/1M):              
Freque cny Range:                 
Diaphr agm Mater ial :             
Voice Coi l Diameter:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magne t:                                   
Over al l Diameter x Dept h:   
Net Weight :                             

Thr oat Diamet er:                   
Moun ting Type:                      
Nom inal Imped anc e:             
Power  Capac ity:                    
Sens itivi ty(1W/1M):              
Frequ ecny Range:                
Diaph ragm Mater ial :             
Voice Coi l Diamet er:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magn et:                                   
Over al l Diamet er x Dept h:   
Net Weight :                             

1 in (25 mm)
Screw  on 1 3/8 inch or Bolt-on
8 Ohm
40 Watts RMS
107dB(mounted on JC H-61 3 horn)
1.2KHz - 20KHz
Titanium
1.75 in(44 .4mm)
Round & Ribbon Aluminium Wire
1.6T
Stron tium Ferr ite
115mm(4. 53in) x 67.5mm(2. 66in)
1.57Kg

1 in (25 mm)
Screw  on 1 3/8 inch or Bolt -on
8 Ohm
65 Watt s RMS
108dB(mounted  on JC H-61 3 horn)
1.2K Hz - 20KHz
Titanium
1.75  in(4 4.4m m)
Round & Ribbon Aluminium  Wire
1.75 T
Stron tium Ferri te
120mm(4. 72in) x 72.5mm(2. 85in)
2.11Kg

25

Specifications:CT-518CS

Throat  Diameter:                   
Mount ing Type:                       
Nominal  Impedance:              
Pow er Capaci ty:                    
Sen si tivi ty(1W/1M):              
Frequecny  Range:                 
Diaphr agm Mater ial :             
Voice Coi l Diameter:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magnet :                                   
Over al l Diameter x Dept h:   
Net Weight :                             

1 in (25 mm)
Scre w on 1 3/8 inch or Bolt-on
8 Ohm
80 Watts RMS
109dB(mounted on JC H-61 3 horn)
1.0KHz - 20KHz
Titanium
2.03 in(51 .6mm)
Round & Ribbon Aluminium Wire
1.75T
Stron tium Ferr ite
134mm(5.2 8in) x79.5mm(3.1 3in)
2.83Kg



Compression Driver

Specifications:

Specifications:

CT-5112CS

CT-7210C

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

1 in (25mm)

Screw on 1 3/8 inch or Bolt-on

8 Ohm

90 Watts RMS

109dB(mounted on JC H-613 horn)

1.0KHz - 20KHz

Titanium

2.03 in(51.6mm)

Round & Ribbon Aluminium Wire

1.85T

Strontium Ferrite

145mm(5.71in) x 87.5mm(3.44in)

4.07Kg

2 in (50mm)

Bolt-on

8 Ohm

100 Watts RMS

110dB

500Hz - 18KHz

Titanium

2.84 in(72.2mm)

Round & Ribbon Aluminium Wire

1.8T

Strontium Ferrite

170mm(6.7in) x 72.5mm(2.85in)

5.36Kg
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Specifications:CT-7215C

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

2 in (50mm)

Bolt-on

8 Ohm

120 Watts RMS

111dB(mounted on JC H-613 horn)

500Hz -18KHz

Titanium

2.84 in(72.2mm)

Round & Ribbon Aluminium Wire

1.85T

Strontium Ferrite

180mm(7.09in) x82.5mm(3.25in)

7.46Kg



Compression Driver

Specifications:

Specifications:

Specifications:

JC-34S

JC-44S

JC-51S

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

1 in (25mm)

8 Ohm

60 Watts RMS

108dB(mounted on JC H-613 horn)

1.2KHz -21KHz

Titanium

1.35 in(34.4mm)

Round & Ribbon Aluminium Wire

1.75T

Strontium Ferrite

100mm(3.94in) x 77mm(3.03in)

1.7Kg

Screw on 1 3/8 inch or Bolt-on

1 in (25mm)

Screw on 1 3/8 inch or Bolt-on

8 Ohm

75 Watts RMS

109dB(mounted on JC H-613 horn)

1.2KHz - 21KHz

Titanium

1.75 in(44.4mm)

Round & Ribbon Aluminium Wire

1.90T

Strontium Ferrite

120mm(4.72in) x 77mm(3.03in)

2.5Kg

1 in (25mm)

Screw on 1 3/8 inch or Bolt-on

8 Ohm

100 Watts RMS

110dB(mounted on JC H-613 horn)

1.0KHz - 21KHz

Titanium

2.03 in(51.6mm)

Round & Ribbon Aluminium Wire

2.0T

Strontium Ferrite

145mm(5.71in) x 92mm(3.62in)

4.5Kg

27



Compression Driver

Specifications:

Specifications:

Specifications:

JC-72S

NJC-34S

NJC-44S

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

2 in (50mm)

8 Ohm

120 Watts RMS

112dB(mounted on JC H-613 horn)

500Hz -18KHz

Titanium

2.84 in(72.2mm)

Round & Ribbon Aluminium Wire

1.95T

Strontium Ferrite

180mm(7.09in) x 85mm(3.35in)

7.8Kg

Bolt-on

1 in (25mm)

Screw on 1 3/8 inch or Bolt-on

8 Ohm

70 Watts RMS

110dB(mounted on JC H-613 horn)

1.2KHz - 22KHz

Titanium

1.35 in(34.4mm)

Round & Ribbon Aluminium Wire

2.1T

Neodymium N - 38SH

100mm(3.94in) x 50mm(1.97in)

1.5Kg

1 in (25mm)

Screw on 1 3/8 inch or Bolt-on

8 Ohm

85 Watts RMS

111dB(mounted on JC H-613 horn)

1.2KHz - 22KHz

Titanium

1.75 in(44.4mm)

Round & Ribbon Aluminium Wire

2.1T

Neodymium N - 38SH

120mm(4.72in) x 53mm(2.09in)

2.4Kg
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Compression Driver

Specifications:

Specifications:

Specifications:

NJC-51S

NJC-72

N-24252

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Throat Diameter:

Mounting Type:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

1 in (25mm)

Screw on 1 3/8 inch or Bolt-on

8 Ohm

110 Watts RMS

112dB(mounted on JC H-613 horn)

1.0KHz - 22KHz

Titanium

2.03 in(51.6mm)

Round & Ribbon Aluminium Wire

2.2T

Neodymium N - 38SH

145mm(5.71in) x 62mm(2.44in)

3.6Kg

1 in (25mm)

Screw on 1 3/8 inch

8 Ohm

20 Watts RMS

106dB(mounted on JC H-613 horn)

1.5KHz - 18KHz

Titanium or Phenolic

1 in(25.4mm)

Round & Ribbon Aluminium Wire

1.35T

Neodymium N - 38SH

50mm(1.97in) x 56.5mm(2.22in)

0.12Kg

N-24252
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2 in (50mm)

8 Ohm

130 Watts RMS

114dB(mounted on JC H-613 horn)

500Hz -19KHz

Titanium

2.84 in(72.2mm)

Round & Ribbon Aluminium Wire

2.3T

Neodymium N - 38SH

180mm(7.09in) x 75mm(2.95in)

6.4Kg

Bolt-on



Horn  Tweeter

Specifications:

Specifications:

Specifications:

Material:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Material:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Material:

Nominal Impedance:

Power Capacity:

Sensitivity(1W/1M):

Frequecny Range:

Diaphragm Material:

Voice Coil Diameter:

Voice Coil Material:

Flux Density:

Magnet:

Overall Diameter x Depth:

Net Weight:

Engineering Plastic

8 Ohm

20 Watts RMS

106dB(on JC H-613 horn)

1.5KHz -18KHz

Phenolic

1 in(25.4mm)

Round & Ribbon Aluminium Wire

1.35T

Neodymium N-38

106mm(4.17in) x82.5mm(3.25in)

0.15Kg

Engineering Plastic

8 Ohm

20 Watts RMS

106dB(on JC H-613 horn)

1.5KHz -18KHz

Phenolic

1 in(25.4mm)

Round & Ribbon Aluminium Wire

1.35T

Neodymium N-38

106mm(4.17in) x82.5mm(3.25in)

0.15Kg

NHP-1000

NHP-2000

NHP-3000

30

Engineering Plastic

8 Ohm

20 Watts RMS

106dB(on JC H-613 horn)

1.5KHz -18KHz

Phenolic

1 in(25.4mm)

Round & Ribbon Aluminium Wire

1.35T

Neodymium N-38

106mm(4.17in) x82.5mm(3.25in)

0.15Kg



Horn  Tweeter

Specifications:

Specifications:

Specifications:

Mater ial :                                   
Nominal  Impedance:              
Pow er Capaci ty:                    
Sensi tivi ty(1W/1M):              
Frequency  Range:                 
Diaphr agm Mater ial :             
Voice Coi l Diameter:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magnet :                                   
Over al l Diameter x Dept h:   
Net Weight :                             

Engineering Plasti c
8 Ohm
20 Watts RMS
106dB(on JC H-61 3 horn)
1.5KHz -18 KHz
Phenolic
1 in(25 .4mm)
Round Copper or  Aluminium Wire
1.35T
Neodymium N-38
106mm(4.17 in) x82.5mm(3.25 in)
0.15Kg

NHP-4000

XHP-44

XHP-5

Thr oat Diameter:                   
Nom inal  Impedanc e:             
Pow er Capaci ty:                    
Sensi tivi ty(1W/1M):              
Frequenc y Range:                 
Diaphr agm Mater ial :             
Voice Coi l Diameter:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magnet :                                   
Over al l Diameter x Dept h:   
Net Weight :                             

Thr oat Diameter:                   
Nominal  Impedance:              
Pow er Capaci ty:                    
Sensi tivi ty(1W/1M):              
Frequency  Range:                 
Diaphr agm Mater ial :             
Voice Coi l Diameter:             
Voice Coi l Mater ial :               
Flux Densi ty:                          
Magnet :                                   
Over al l Diameter x Dept h:   
Net Weight :                             

1 in (25 mm)
8 Ohm
30 Watts RMS
108dB(mounted on JC H-61 3 horn)
1.5KHz - 20KHz
Phenolic or Titanium
1 in(25 .4mm)
Round & Ribbon Aluminium Wire
1.7T
Stron tium Ferr ite
110mm(4.33 in) x 100mm(3.94 in)
0.85Kg

1 in (25 mm)
8 Ohm
30 Watts RMS
108dB(mounted on JC H-61 3 horn)
1.5KHz - 20KHz
Phenolic or Titanium
1 in(25 .4mm)
Round & Ribbon Aluminium Wire
1.7T
Stron tium Ferr ite
128mm(4.52 in)x1 20mm(4.72 in)
0.9Kg

www.fdcaudio.com 31



Bullet Tweeter

Specifications:

Specifications:

Specifications:

32

BT25-01

BT25-01G

BT25-02G

Voice Coil Size: 1’’ ( 25.4mm )

Voice Coil Size: 1’’ ( 25.4mm )

Voice Coil Size: 1’’ ( 25.4mm )

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Power Capacity: 110W

Power Capacity: 110W

Power Capacity: 110W

Sensitivity( 1W/1M ): 100dB

Sensitivity( 1W/1M ): 106dB

Sensitivity( 1W/1M ): 105dB

Frequancy Range: 2kHz~20kHz

Frequancy Range: 2kHz~20kHz

Frequancy Range: 2kHz~20kHz

Overall Diameter*Depth:58*75mm

Overall Diameter*Depth:58*75mm

Overall Diameter*Depth:97*45mm

Net Weight: 0.56kg

Net Weight: 0.56kg

Net Weight: 0.56kg



Bullet Tweeter

Specifications:

Specifications:

Specifications:
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Voice Coil Size: 1’’ ( 25.4mm )

Voice Coil Size: 1’’ ( 25.4mm )

Voice Coil Size: 1.75’’ ( 44.4mm )

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Power Capacity: 120W

Power Capacity: 120W

Power Capacity: 120W

Sensitivity( 1W/1M ): 106dB

Sensitivity( 1W/1M ): 106dB

Sensitivity( 1W/1M ): 106dB

Frequancy Range: 2kHz~20kHz

Frequancy Range: 2kHz~20kHz

Frequancy Range: 2kHz~20kHz

Overall Diameter*Depth:80*63mm

Overall Diameter*Depth:95*40mm

Overall Diameter*Depth:110*75mm

Net Weight: 0.8kg

Net Weight: 0.5kg

Net Weight: 2.2kg

BT25-03G

BT25-04

BT44-02G



Bullet Tweeter

Specifications:

Specifications:

Specifications:
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BT44-03G

BT44-04

BT72-01

Voice Coil Size: 1.75’’ ( 44.4mm )

Voice Coil Size: 1.75’’ ( 44.4mm )

Voice Coil Size: 2.84’’ ( 72.4mm )

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Power Capacity: 120W

Power Capacity: 120W

Power Capacity: 120W

Sensitivity( 1W/1M ): 106dB

Sensitivity( 1W/1M ): 106dB

Sensitivity( 1W/1M ): 110dB

Frequancy Range: 2kHz~20kHz

Frequancy Range: 2kHz~20kHz

Frequancy Range: 1kHz~20kHz

Overall Diameter*Depth:100*75mm

Overall Diameter*Depth:110*75mm

Overall Diameter*Depth:155*77mm

Net Weight: 1.4kg

Net Weight: 2.2kg

Net Weight: 5.8kg



Bullet Tweeter

Specifications:

Specifications:

Specifications:
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Voice Coil Size: 2.84’’ ( 72.4mm )

Voice Coil Size: 2.84’’ ( 72.4mm )

Voice Coil Size: 1.8’’ ( 46mm )

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Norminal Impredance: 4~8 Ohm

Power Capacity: 120W

Power Capacity: 120W

Power Capacity: 100W

Sensitivity( 1W/1M ): 110dB

Sensitivity( 1W/1M ): 110dB

Sensitivity( 1W/1M ): 100dB

Frequancy Range: 1kHz~20kHz

Frequancy Range: 1kHz~20kHz

Frequancy Range: 2kHz~20kHz

Overall Diameter*Depth:155*77mm

Overall Diameter*Depth:180*12mm

Overall Diameter*Depth:90*53mm

Net Weight: 5.8kg

Net Weight: 4.5kg

Net Weight: 1.4kg

BT72-01G

BT72-02G

BT46-02



Specification

Specification

Power Watts

Power Watts

8 Ohm

8 Ohm

6W/3W/1.5W

6W/3W/1.5W

Impedance

Impedance

Response Hz

Response Hz

150~17000

175~17000

Sensitivity SPL                     81

Sensitivity SPL                     89

Speaker                                  3’’

Speaker                                 5’’

Weight Kgs                          0.66

Weight Kgs                          0.9

Material                             Metallic

Material                             Metallic

5’’ Dual cone ceiling speaker 6W/3W/1.5W with 
Metallic housing and 100V line transformer,
Perfect sound and easy installation

3’’ Dual cone ceiling speaker 6W/3W/1.5W with 
Metallic housing and 100V line transformer,
Perfect sound and easy installation
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5’’ Dual Cone Ceiling speaker

3’’ Dual Cone Ceiling speaker

FDC-CSM05A



Specification

Specification

Power Watts

Power Watts

8 Ohm

8 Ohm

6W/3W/1.5W

6W/3W/1.5W

Impedance

Impedance

Response Hz

Response Hz

175~17000

115~18000

Sensitivity SPL                     91

Sensitivity SPL                     89

Speaker                                  6’’

Speaker                                 5’’

Weight Kgs                           0.9

Weight Kgs                          0.93

Material                            Metallic

Material                             Metallic

5’’ Dual cone ceiling speaker 6W/3W/1.5W with 
Metallic housing and 100V line transformer,
Perfect sound and easy installation

6’’ Dual cone ceiling speaker 6W/3W/1.5W with 
Metallic housing and 100V line transformer,
Perfect sound and easy installation
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5’’ Dual Cone Ceiling speaker

6’’ Dual Cone Ceiling speaker

FDC-CSM05C

FDC-CSM06A



Specification

Specification

Power Watts

Power Watts

8 Ohm

8 Ohm

6W/3W/1.5W

6W/3W/1.5W

Impedance

Impedance

Response Hz

Response Hz

 95~18000

100~18000

Sensitivity SPL                     91

Sensitivity SPL                     89

Speaker                               6.5’’

Speaker                                 8’’

Weight Kgs                          1.1

Weight Kgs                          1.33

Material                             Metallic

Material                             Metallic

8’’ Dual cone ceiling speaker 6W/3W/1.5W with 
Metallic housing and 100V line transformer,
Perfect sound and easy installation

6.5’’ Dual cone ceiling speaker 6W/3W/1.5W with 
Metallic housing and 100V line transformer,
Perfect sound and easy installation
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8’’ Dual Cone Ceiling speaker

6.5’’ Dual Cone Ceiling speaker

FDC-CSM06C

FDC-CSM08C



Specification

Specification

Power Watts

Power Watts

8 Ohm

8 Ohm

6W/3W/1.5W

6W/3W/1.5W

Impedance

Impedance

Response Hz

Response Hz

 95~18000

100~18000

Sensitivity SPL                     92

Sensitivity SPL                     92

Speaker                                  6’’

Speaker                                 6’’

Weight Kgs                          0.75

Weight Kgs                          1.15

Material                             Metallic

Material                             Metallic

39

6’’ Dual Cone Ceiling speaker

6’’ Dual Cone Ceiling speaker

FDC-CSM06B

39

(Unit:mm)

Installation Dimension

6’’ Dual Cone ceiling speaker 6W/3W/1.5W, 
ideally suited for installing in metal ceilings.
Perfect sound and easy installation.

6’’ Dual Cone ceiling speaker 6W/3W/1.5W 
with fire dome for fireproof. Available in 2-way 
installation,Ideally suited for both common and 
metal ceilings.

FDC- CSM 06BH
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FDC MS601-

FDC MS621-
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FDC-MS623

FDC-IOS6D

Indoor/Outdoor Speaker

50

90

0.925
6

6

154

6

6



46



47

2-way speaker with 8’’ cone woofer+1’’
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30 150
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50 150
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