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FDC-13DT36P-C01 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

Notes: 
36 mm tweeter speaker, 
Mylar dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 12.5 x 2 mm,Neodymium 
 

 
 
 
 

                                                                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

2

1.

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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A  ARE  MEASURED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

ES ALTERATIONS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ICAL DATA  REFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

T: TEL.:+86-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

www.fdcaudio.com 



FDCAUDIO  Dome Tweeter 
 

FDC-13DT48P-C02               LOUDSPEAKERS  

                                      

TECHNICAL DATA  ARE  MEASURED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

FOR PRODUCT IMPROVEMENT FDCAUDIO RESERVES ALTERATIONS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

OF TECHNICAL DATA  REFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

FOR INFORMATION CONTACT: TEL.:+86-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

www.fdcaudio.com 
 
 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

Notes: 
48 mm tweeter speaker, 
Mylar dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 36 x18x7 mm,Neodymium 
 

 
 
 
 

                                                                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):               

Voice coil resistance(ohm):   

Nominal power(W): 

Sensitivity 1w/1m (dB):                  

Frequency range(kHz):    

Free air resonance(Hz):    

Voice coil diameter(mm) :    

Voice coil height(mm) :    

Air gap height(mm) :    

Voice coil inductance(mH):    

Eff.diaphragm Area(cm2):    

Moving mass(g):    

Magnet weight(g)/(oz):    

Force factor(Bl):    
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VAS(l):   

Qms: 

Qes: 

Qts:   
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FDC-13DT52P-01 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 

 
                                       Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

2

3

 

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
52 mm tweeter speaker,
Mylar dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 40 x 8 mm, 

 
 
 
 

                                      
MS – EQUIPMENT ACCORDING EN – 60268 –5. 

CATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

UDIO ´S MANUAL OF TECHNICAL DATA 

3,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

udio.com 



FDCAUDIO  Dome Tweeter 
 

              LOUDSPEAKERS  

                                      

TECHNICAL DAT

FOR PRODUCT IMPROVEMENT FDCAUDIO RESERV

OF TECHN

FOR INFORMATION CONTAC

FDC-13DT52P-01S 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

                                       Frequency response:2.83V/1m                                                       . 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

2

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
52mm tweeter speaker, 
Mylar dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 32 x 6 mm, 
              Ø 32 x 5 mm 

 
 
 
 

                                      

 

MS – EQUIPMENT ACCORDING EN – 60268 –5. 

CATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

UDIO ´S MANUAL OF TECHNICAL DATA 

3,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 
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FDC-13DT65P-02S 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 

                                       Frequency response:2.83V/1m                                                       . 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

2

42

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
65 mm tweeter speaker,
Mylar dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 36 x 7 mm, 
              Ø 32 x 6 mm 

 
 
 
 

                                      

 

URED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

NS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

EFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

ww.fdcaudio.com 
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FDC-13DT74P-04 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 

 
                                       Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

2

3

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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74 mm tweeter speaker,
Mylar dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 40 x 8 mm, 
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ECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

 FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

76023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

fdcaudio.com 
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FDC-13DT89P-10 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                              Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

2

3

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
64x88.5 mm tweeter speaker, 
Mylar dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 40 x 8 mm, 

 
 
 
 

                                               
ED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

w.fdcaudio.com 
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FDC-20DT75S-22 

 
 
 
 
  
 
  
 
 
 
 
 
 
 
 

                      Frequency response:2.83V/1m                                                       . 
Notes: 
75 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 19 x 3 mm Neodymium,

 
 
 
 

                                                        
TECHNICAL DAT

FOR PRODUCT IMPROVEMENT FDCAUDIO RESERV

OF TECHN

FOR INFORMATION CONTAC

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1
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VAS(l):   

Qms: 

Qes: 

Qts:   
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A  ARE  MEASURED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

ES ALTERATIONS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ICAL DATA  REFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

T: TEL.:+86-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

www.fdcaudio.com 
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FDC-20DT80S-23 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 

                                      Frequency response:2.83V/1m                                                       . 
Notes: 
80 mm tweeter speaker,
silk dome, 
terminals: 2.8 x 0.5 mm 
magnet: Ø 60 x 13 mm, 

 
 
 
 

                                       
TECHNICAL DATA  ARE  MEASUR

FOR PRODUCT IMPROVEMENT FDCAUDIO RESERVES ALTERATIONS

OF TECHNICAL DATA  REF

FOR INFORMATION CONTACT: TEL.:+86-59

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):     

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

15

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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 IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

w.fdcaudio.com 
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FDC-25DT100S-31 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
100 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
URED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

NS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

EFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

ww.fdcaudio.com 
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FDC-25DT100S-31C 

 

 

 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0

26

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
100 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 75 x 15 mm, 

 
 
 
 

                                        
ED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

w.fdcaudio.com 
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FDC-25DT100S-32 

 

 

 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   

 

        

 

 

 

 

 

 

 

 

 

 

 

 

8 

5.8 

100 

91 

.0-25 

000 

25 

1.6 

2.5 

__ 

__ 

__ 

0/8.45 

__ 

__ 

__ 

__ 

__ 
A  ARE  MEASUR

ES ALTERATIONS

ICAL DATA  REF

T: TEL.:+86-59

ww
Notes: 
100 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
ED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

w.fdcaudio.com 
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FDC-25DT100SG-31A

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0.

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
100 mm tweeter speaker, 
glass-fiber dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

 TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

.fdcaudio.com 
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FDC-25DT100SK-31B

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
100 mm tweeter speaker, 
carbon-fiber dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
ED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

w.fdcaudio.com 
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FDC-25DT103PA-33 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
103 mm tweeter speaker, 
aluminum dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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FDC-25DT103S-34 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
103 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
URED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

NS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

EFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 
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FDC-25DT103S-35 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
104 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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FDC-25DT104PA-37 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
104 mm tweeter speaker, 
aluminum dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

 TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 
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FDC-25DT104PA-37A

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0.

26

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
104 mm tweeter speaker, 
aluminum dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 75 x 15 mm, 

 
 
 
 

                                        
  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

 TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

.fdcaudio.com 
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FDC-25DT104S-36 

 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):    

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0

24

 

 x 

VAS(l):   

Qms: 

Qes: 

Qts:   

 

        

 

 

 

 

 

 

 

 

 

 

 

 

8 

5.8 

100 

92 

.9-30 

950 

25 

1.6 

2.5 

__ 

__ 

__ 

0/8.45 

__ 

__ 

__ 

__ 

__ 
A  ARE  ME

ES ALTERA

ICAL DATA

T: TEL.:+
   
Notes: 
104 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
ASURED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 
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FDC-25DT104T-16S 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

                                Frequency response:2.83V/1m                                                       . 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
104 mm tweeter speaker, 
Cloth edge Aluminium dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 60 x 15 mm, 
              Ø 60 x 10 mm 
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FDC-25DT105PA-39 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
105 mm tweeter speaker, 
aluminum dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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ES ALTERATIONS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ICAL DATA  REFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

T: TEL.:+86-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 

www.fdcaudio.com 
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FDC-25DT105S-38 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0.

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
105 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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FDC-25DT105ST-39A 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
105 mm tweeter speaker, 
titanium dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 
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FDC-25DT110S-40 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0.

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
109 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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FDC-25DT110S-41 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
110 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                        
URED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

NS IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

EFER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

-592-2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 
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Notes: 
51 mm tweeter speaker, 
Silk dome, 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 19 x 3 mm,Neodymium 
 

 
 
 
 

                                                                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):               

Voice coil resistance(ohm):   

Nominal power(W): 

Sensitivity 1w/1m (dB):                  

Frequency range(kHz):    

Free air resonance(Hz):    

Voice coil diameter(mm) :    

Voice coil height(mm) :    

Air gap height(mm) :    

Voice coil inductance(mH):    

Eff.diaphragm Area(cm2):    

Moving mass(g):    

Magnet weight(g)/(oz):    

Force factor(Bl):    
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VAS(l):   

Qms: 

Qes: 

Qts:   



FDCAUDIO  Dome Tweeter 
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Notes: 
54 mm tweeter speaker, 
Silk dome(violet colour), 
terminals: 2.8 x 0.6 mm, 
magnet: Ø 24.5 x 3 mm,Neodymium 
 

 
 
 
 

                                                                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):               

Voice coil resistance(ohm):   

Nominal power(W): 

Sensitivity 1w/1m (dB):                  

Frequency range(kHz):    

Free air resonance(Hz):    

Voice coil diameter(mm) :    

Voice coil height(mm) :    

Air gap height(mm) :    

Voice coil inductance(mH):    

Eff.diaphragm Area(cm2):    

Moving mass(g):    

Magnet weight(g)/(oz):    

Force factor(Bl):    
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VAS(l):   

Qms: 

Qes: 

Qts:   
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FDC-25DT65PA-25A 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

13

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
65 mm tweeter speaker, 
aluminum dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 24 x 4 mm NdFeB,
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FDC-25DT65S-25 

 
 

 

 
  
 
  
 
 
 
 
 
 
  
 

                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

13

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
74 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 24 x 4 mm NdFeB,

 
 
 
 

                                                
  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

 TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 
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FDC-25DT70S-24 

 
 
 
  
 
  
 
 
 
 
 
 
 

 

                          Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

13

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
70.5 x 54 mm tweeter speaker,
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 24 x 4 mm NdFeB, 

 
 
 
 
                                                 
  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

 TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 

2076023,FAX.:+86-592-2033445,E-MAIL:mengqi@fdcaudio.com 
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FDC-25DT74PA-26A 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

                              Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

13

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
74 mm tweeter speaker, 
aluminum dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 24 x 4 mm NdFeB,
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FDC-25DT74S-26 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 
 

                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

13

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
74 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 24 x 4 mm NdFeB,

 
 
 
 

                                                
ED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 

 IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 
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FDC-25DT90S-27 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 
                             Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

13

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
90x60 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø  24 x 4 mmNdFeB, 
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 IN SPECIFICATIONS AND DESIGN  WITHOUT FURTHER ANNOUNCEMENT FOR TOLERANCES 

ER TO FDCAUDIO ´S MANUAL OF TECHNICAL DATA 
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FDC-25DT95PA-30 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 

 
                                       Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
95 mm tweeter speaker,
aluminum dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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FDC-25DT95S-28 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 

 
                                       Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

1

1

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
94 mm tweeter speaker,
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 
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FDC-25DT95S-29 

 
 

 

 
  
 
  
 
 
 
 
 
 
 
 

 

 
                                       Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0.

24

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
95 mm tweeter speaker,
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 72 x 15 mm, 

 
 
 
 

                                      
URED  WITH LMS – EQUIPMENT ACCORDING EN – 60268 –5. 
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FDC-30DT104S-42 

 
 
 
  
 
  
 
 
 
 
 
 
 
 

 
                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):       

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0.

26

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
105 mm tweeter speaker, 
silk dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 75 x 15 mm, 
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                                     Frequency response:2.83V/1m                                                       . 

 

 

Nominal impedance(ohm):      

Voice coil resistance(ohm):  

Nominal power(W): 

Sensitivity 1w/1m (dB):                 

Frequency range(kHz):   

Free air resonance(Hz):   

Voice coil diameter(mm) :   

Voice coil height(mm) :   

Air gap height(mm) :   

Voice coil inductance(mH):   

Eff.diaphragm Area(cm2):   

Moving mass(g):   

Magnet weight(g)/(oz):   

Force factor(Bl):   

0

48

 

VAS(l):   

Qms: 

Qes: 

Qts:   
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Notes: 
144 mm tweeter speaker, 
cloth dome, 
terminals: 2.8 x 0.5 mm, 
magnet: Ø 100 x 20 mm, 
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